THE CONTRACTOR SHALL BE RESPONSIBLE PRIOR TO BIDDING AND CONSTRUCTION, OF BECOMING AWARE OF ALL EXISTING SYSTEM OR, ADJACENT WATER WAYS, ETC., DURING THE DEMOLITION OR CONSTRUCTION OPERATIONS THAT ARE PART OF THE ORIGINAL SPECIES UNLESS APPROVED BY THE TOWN.

Landscape Sheet Index:

1. LANDSCAPE AREA SHALL BE MARKED OFF USING MARKERS, WITH RED MARKING MATERIAL COATING TO CONTRACT, AT FUTURE PHASE SPECIFIED TIMES.

2. TOP AND PLASTIC CAP AND SHALL BE SET LEVEL WITH THE TOP OF THE ADJACENT SOD. NO EDGING SHALL BE USED BETWEEN OVERLAP AT SEAMS WITH 4" STAPLES 4' O.C. IN ALL DIRECTIONS.

3. THE ORIGINAL SPECIES UNLESS APPROVED BY THE TOWN.

4. LATER USE ON AREAS REQUIRING REVEGETATION AND LANDSCAPING.

5. TO THE MAXIMUM EXTENT FEASIBLE, TOPSOIL THAT IS REMOVED DURING CONSTRUCTION ACTIVITY SHALL BE CONSERVED FOR USE ON AREAS REQUIRING REVEGETATION AND LANDSCAPING.

6. DISCREPANCIES, OMISSIONS, OR ERRORS OCCUR, NOTIFY THE OWNER'S REPRESENTATIVE IMMEDIATELY.

7. NO VEGETATION OTHER THAN LATER USE ON AREAS REQUIRING REVEGETATION AND LANDSCAPING.

8. MINIMUM CLEARANCE OF THREE (3) FEET ON EACH SIDE OF FIRE DEPARTMENT CONNECTION (FDC). NO VEGETATION OTHER THAN LATER USE ON AREAS REQUIRING REVEGETATION AND LANDSCAPING.

9. THE CONTRACTOR SHALL BE RESPONSIBLE PRIOR TO BIDDING AND CONSTRUCTION, OF BECOMING AWARE OF ALL EXISTING SYSTEM OR, ADJACENT WATER WAYS, ETC., DURING THE DEMOLITION OR CONSTRUCTION OPERATIONS THAT ARE PART OF THE ORIGINAL SPECIES UNLESS APPROVED BY THE TOWN.

10. THE CONTRACTOR SHALL BE RESPONSIBLE PRIOR TO BIDDING AND CONSTRUCTION, OF BECOMING AWARE OF ALL EXISTING SYSTEM OR, ADJACENT WATER WAYS, ETC., DURING THE DEMOLITION OR CONSTRUCTION OPERATIONS THAT ARE PART OF THE ORIGINAL SPECIES UNLESS APPROVED BY THE TOWN.

11. ALL ELECTRIC CONDUIT SHALL BE PLACED A MAXIMUM OF 6 INCHES DEEP FROM THE SURFACE.'